Ethernet 



PPPoE 




FIG. 1 











0 


1 


2 


3 



Bytes 
4 20 







Destination Address 


Source Address 




Ethernet Type 




Ethernet Header 
(14 Bytes) 




Ethernet Payload (Maximum of 1500 Bytes) 



Version 


Type 


Code 


Session ID 




Length 





PPPoE Header 
(6 Bytes) 



90 



PPPoE Payload 



PPP Type 



PPP Payload 



IP Payload 




TCP Payload 



PPP Header 
(2 Bytes) S 



Version 


IHL 


Type of Service 


Total Length 


^^30 




Identification 


Flags 


Fragment Offset 


IP Header 


Time to Live 


Protocol 


Header Checksum 


(20 Bytes) 


Source Address 


80 






Destination Address 







Source Port 


Destination Port 


Sequence Number 


^ Acknowledgement Number 


Data 


Reserved 


SYN Bit 
Set 






Checksum 


Urgent Pointer 




Options (Maximum Segment Size = 


1452 decimal, 0x5ac hexidecimal) 



60 



TCP Header 
(24 Bytes) 



110 




120 



'J 



□ 



-140 

Ethernet CFS 
(4 Bytes) 



FIG. 2 











0 


1 


2 


3 



4 Bytes 20 









Destination Address 




Source Address 




Ethernet Type 




Ethernet Header 
(14 Bytes) 



70 



litaernel PayToad (Maximum of 1500 Bytes) 



Version 


Type 


Code 


Session ID 






Length 





I PPPoE Header 
(6 Bytes) 



90 



PPPoE Payload 



50- 



PPP Type 



□ 



PPP Header 
(2 Bytes) 



100 



PPP Payload 



Version 


IHL 


Type of Service 


Total Length 


^^30 




Identification 


Flags 


Fragment Offset 


IP Header 


Time to Live 


Protocol 


Header Checksum 


(20 Bytes) 


Source Address 


80 


Destination Address 





IP Payload 



Source Port 


Destination Port 


60 


Sequence Number 


TCP Header 




130^ 


Acknowledgement Number 


(20 Bytes) 


Data 


Reserved 


SYN Bit 
Clear 




,120 




Checksum 


Urgent Pointer 



TCP Payload 




140 



Ethernet CFS 
(4 Bytes) 



FIG. 3 



